
Installation Instructions
Vinyl Tiles and Linoleum

Hear the harmony in silence



Congratulations

¥ a tape measure
¥ a hammer
¥ a chalk line
¥ a set square
¥ an electric sander
¥ a vacuum cleaner
¥ an exacto knife or a gypsum knife
¥ a 1/2" (13 mm) drill and a mixer bit
¥ a 3/16" (5 mm) V-trowel
¥ a large trowel
¥ matchbooks
¥ one pair rubber gloves
¥ soap
¥ a caulking gun

¥ an acoustic sealer
¥ a light-colored, soft lead pencil
¥ a wooden lead pencil
¥ a floor leveler
¥ tile spacers
¥ a circular saw
¥ glue recommended for Neutra-Phone panels

¥ 1/8" (3 mm) etafoam
¥ 1/2" (13 mm) or 5/8" (16 mm) backer rod

For a Wood Framework
Screw in completely any screws, drive in any nails or
remove anything that could interfere with the installa-
tion. If your floor creaks, we suggest adding screws to
stabilize it because Neutra-Phone will not eliminate
creaking. If necessary, use a sander to smooth the sur-
face or a floor leveler to correct any imperfections.

Check to make sure that the subfloor has no imperfections. Neutra-
Phone will not improve an imperfect surface. You have to take the time to

check the quality of the subfloor.

For a Concrete Floor Slab
Check that the slab is level. If you notice any imperfections, use a
concrete leveler to level the surface.

Whatever the subfloor, it must be as perfect as possible.

Before starting, Neutra-Phone pan-
els must be kept at room tempera-
ture for 72 hours.

You have just acquired the most efficient soundproofing panel on the market. For best results and maximum
efficiency, we suggest that you follow the installation instructions. An inadequate installation could lead to a sig-
nificant reduction in the efficiency of Neutra-Phone.

The panels are available in the following two dimensions: 3 feet (914 mm) by 4 feet (1219 mm) as presented in
the video and 4 feet (1219 mm) by 6 feet (1829 mm) for professionals in the construction trade. The method of
installation is the same for both.

Make sure you have the necessary equipment available:

Optional equipment depending on the
soundproofing method used:

Equipment

Preparation of the Subfloor

Start by thoroughly cleaning the surface with a vacuum cleaner.1
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